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Information for replacing the functional units

Injectors and injection pump replacement
	 

[image: ]   Important
 



 


· Before proceeding with operation, read  Par. 3.3.2 .
· Replace the high pressure pipes after two disassemblies.
· Always replace the gaskets after each disassembly.
· Handle the components as described in Par. 2.17 .
· Please referring to Par. 2.9.7 in order to see the operating references during disassemble and assemble procedures.
· When repaired, RSN-A injectors must be certified by a Stanadyne centre to check their correct operation - check the type of engine mounted injectors on the spare parts list ( RSN-A is specified in the description).
	[image: ]
Fig 6.1

	6.1.1injection fuel pump disassembly (injection pump/injectors)


1. 
Undo the screws A and remove plate B .
2. Remove the retainers C for the hoses D .
	[image: ]
Fig 6.2

	1. Undo the nuts F .
2. Undo the nuts E.
3. Remove the tube D .
	[image: ]
Fig 6.3

	6.1.2 Rocker arms cover disassembly


1. 
Loosen clamp G and disconnect hose H
2. Undo the screws L and remove the rocker arm cap C .
	[image: ]
Fig 6.4

	6.1.3 Fuel return pipes disassembly


1. Undo the screws M and remove hose N .
	[image: ]
Fig 6.5

	6.1.4 Injectors disassembly
 
1. Undo the screw P and remove washer Q and bracket R .
2. Remove the injector Z .
NOTE : Should you be unable to remove the injector (acting only on point BC ), use an open-ended spanner (11 mm), by applying small rotations to unblock the component.


1. Seal all injection component unions as illustrated in Par. 2.9.7 .
NOTE : If the washer S is not found on the injector Z , recover it from inside the sleeve V .
	[image: ]
Fig 6.6
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Fig 6.7

	6.1.5 Injection pump disassembly

 
[image: ]     Important
 
 
· Before proceeding with the disassembly, identify the pump code from its identifying name plate (Pos. 12 - Tab. 2.12 ).
· Alternatively, you can identify the pump from the online spare parts catalogue ( https://partners.lombardini.it/App/SparepartCatalogue/Default/Catalogue.aspx ).
1. Insert the tool ST_30 into the injector N°1 and fix it with the fixing brace R of the injector, capscrew P and washer Q .
NOTE : Do not tighten the capscrew P.


1. Disassemble the starter motor.
2. Mount the tool ST_34 in the seat of the starter motor Y and fit it with the two starter motor fixing screws.
3. Rotate the crankshaft clockwise ST_34 tool bringing reference X upwards.

NOTE: During the positioning phase of reference X , check that cylinder N° 1 is in compression phase (intake and exhaust valves of cylinder N° 1 must be in closing position).
[image: ]
  Fig 6.10


Tab. 6.1
	PUMP CODE
	PISTON
LOWERING (mm)
	ADVANCE 

α

	ED0065900040-S
	1,695
	13°

	ED0065900060-S
	3,591
	19°

	ED0065900310-S
	0,815
	9°

	ED0065905050-S
	1,695
	13°

	ED0065905110-S
	1,963
	14°

	ED0065905150-S
	1,695
	13°

	ED0065905160-S
	1,695
	13°

	ED0065905170-S
	1,695
	13°

	ED0065905180-S
	1,695
	13°

	ED0065905350-S
	1,963
	14°

	ED0065905380-S
	3,228
	18°

	ED0065905410-S
	2,558
	16°

	ED0065905470-S
	1,695
	13°

	ED0065905500-S
	1,695
	13°

	ED0065905510-S
	1,695
	13°

	ED0065905540-S
	1,006
	10°

	ED0065905640-S
	1,695
	13°

	ED0065905650-S
	1,695
	13°

	ED0065905660-S
	1,695
	13°

	ED0065905670-S
	1,695
	13°

	ED0065905680-S
	1,695
	13°

	ED0065905760-S
	1,695
	13°

	ED0065905790-S
	2,558
	16°

	ED0065905970-S
	0,815
	9°

	ED0065905980-S
	1,216
	11°
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Fig 6.8
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  Fig 6.9







	5.  With reference X pointed upwards, find the TDC through tool  ST_30 , then bring the dial gauge indicator to 0 .

6.  Having identified the value to lower the piston, rotate the crankshaft anti-clockwise by going beyond the value described in Tab. 6.1 , once again, rotate the crankshaft clockwise, stopping at the correct advance value by using tool ST_30

7.  Lock the ST_34 tool through J screws and ensure that the crankshaft does not rotate, which would alter the correct advance value. If this happens, repeat the instructions described in points 4, 5, 6, 7 and 8.


NOTE: The value indicated in Tab. 6.1 must be reached by rotating the shaft with the piston in compression phase. Use the  ST_34 tool to totate the crankshaft.
	[image: ]
  Fig 6.11
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  Fig 6.12

	 8.  Lock the ST_34 tool through J screws and ensure that the crankshaft does not rotate, which would alter the correct advance value. If this happens, repeat the instructions described in points 4, 5, 6, 7 and 8 .
 9.  Undo the screws AC and remove the oil filling flange AD .
 10.  Undo and remove the nut AN fixing the injection pump control gear AE .
 11.  Undo the capscrew K and shift the slotted plate AB in the direction of arrow AA .
 12.  Tighten screw K to block the pump (tightening torque to 12 Nm ).
 
[image: ]     Important
 
 
· After removing the nut AN, ensure that the correct advance value has remained unchanged on ST_30 .
· Be careful that the nut AN does not fall into the timing cover.


  13. Screw the tool ST_04 on the gear AE. 
  14. Loosen the screws AF .


	[image: ]
  Fig 6.13
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  Fig 6.14

	  15.  Tighten the screw of tool ST_04 to disconnect the injection pump AG from the high pressure pump control gear AE .
  16.  Undo the screws AF and extract the injection pump AG .
  17.  Undo and remove the tool ST_04 .
 


	[image: ]
  Fig 6.15





	NOTE : Click on the right to play the procedure.
	https://www.youtube.com/embed/zqY-GFl8lG0?rel=0

	6.1.6 Injection pump assembly



Warning
· Before assembling the new pump AG , make sure that plate AB can move freely and that fastening capscrews K are not loose (the pump sold as a spare part is supplied with the cylinder injection timing blocked  N° 1 ).
· Ensure that the coupling surfaces on shaft  AP  and gear  AE are free from impurities and lubrication residues.
· Remove the guard cap only when the pipes are reconnected.
· Do not remove the tool ST_30 .


 1.  Mount the injection pump AG , inserting the shaft AP in the gear AE .
 
[image: ]     Important
 
 
· Always change screws AF with new ones or apply Loctite 270 to the threads.


 2.  Clamp the screws AF on the crankcase AH (tightening torque at 25 Nm ).
 3.  Ensure that the correct advance value has remained unchanged, tighten nut AN on shaft AP (as shown in Fig. 6.17, is allowed the aid of a screwdriver to guide the nut AN on the shaft AP in order to avoid the fall of it into the timing cover AQ - tightening torque at 70 Nm ).
	  [image: ]
  Fig 6.16
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Fig. 6.17

	 4.  Undo the capscrew K and shift the slotted plate AB in the direction of arrow AA .
 5.  Tighten screw K (tightening torque to 5.5 Nm ). The injection pump is unlocked.
 6.  Remove the tool ST_30 and ST_34 .


	[image: ]
  Fig 6.18

	NOTE : Always replace the gasket AJ after each assembly.
 
 7.  Position the gasket AJ in the set on the flange AD .
 8.  Fix the flange AD on the crankcase AQ with the screws AC (tightening torque at 10 Nm ).


	[image: ]
  Fig 6.19

	NOTE : Click on the right to play the procedure.


	https://www.youtube.com/embed/RJLCkTqlczU?rel=0

	6.1.7 Injector assembly

 
[image: ]     Important
 



· To prevent damaging the injection system, the protection caps ( Par. 2.9.7 ) must be removed during assembly.


1. Lubricate the gaskets U, T, S and fit them on the injector Z.
	  [image: ]
  Fig 6.20










	2. Fit the injector Z in the sleeve V .


	[image: ]
  Fig 6.21

	 3.  Assemble the parts P, Q, R and fit the parts so assembled on the injector Z .
	[image: ]
  Fig 6.22

	4. Insert tool ST_51 on the injectors junctions Z (detail X1 ).
5. Tighten the screw P (tightening torque to 20 Nm )
	[image: ]
  Fig 6.23



	NOTE : Click on the right to play the procedure.
	https://www.youtube.com/embed/Kcv-_3Edask?rel=0

	6.1.8 Assembly of the injector return pipes


1. Position the tube N on the injectors Z , and tighten screws M (tightening torque to 14 Nm ).
	  [image: ]
  Fig 6.24

	6.1.9 Assembly Rocker arm cover
 
[image: ]     Important
 
 
· The gasket AM between the rocker arm cover and the cylinder head must always be replaced every time it is disassembled.


1. Position the two guide pins ST_17 before mounting the rocker arm cover.
2. Position the gasket AM on the head AL respecting the fastening screw holes L .
3. Attach the rocker arm cover C on the head AL with the screw L adhering to the tightening sequence shown in F ig. 6.27 (KDI 1903 M) or Fig. 6.28 (KDI 2504 M) (tightening torque to 10 Nm ).
4. Connect pipe H and tighten the clamp G .
 
[image: ]     Important
 
 
· Always replace the gaskets AK after each disassembly ( ST_36 ).


	  [image: ]
  Fig 6.25
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  Fig 6.26
[image: ]
Fig 6.27


[image: ]
Fig 6.28

	6.1.10 Installation of the fuel injector pipes (pump injector/injectors)


1. 
Position pipes D on the injectors and on the injector pump.
 
[image: ]     Important
 
 
· Tighten the nuts E and F manually, without clamping them.

 2.  Tighten the nuts E ed F (tightening torque at 25 Nm ).
 3.  Reinstall the retainers C of the hoses D .
 4.  Fix the plate B by using screws A (tightening torque to 10 Nm ).
	  [image: ]
  Fig 6.29


[bookmark: __mcenew][image: ]
  Fig 6.30


 



Coolant pump replacement
	6.2.1 Disassembly
1. 


Perform the operations described in Par. 5.1 .
 
[image: ]   Important
 
 

 

· Before proceeding with operation, read  Par. 3.3.2 .
· The pump G isn't repairable.

 2.  Loosen the screws A and B.
 3.  Push the alternator C in the direction of the arrow D and remove the belt E .
 4.  Loosen the screws F and remove the pump G and relative gasket H .


	[image: ]
Fig 6.31[image: ]


Fig 6.32

	6.2.2 Assembly
 
[image: ]   Important
 
 

 

· Always replace the gaskets H , after each disassembly.
· Always replace the belt E after each assembly.
1. Fit the coolant pump G with the screws F  interposing the new gasket H (tightening torque at 25 Nm ).
	[image: ]
Fig 6.33

	1. Insert the belt E on the pulleys L .
2. Push the alternator C in the direction of the arrow D .
3. While tensioning the alternator C , first clamp screw A (tightening torque at 25 Nm ) and then screw B (tightening torque at 69 Nm [thread M10] - 40 Nm [thread M8] ).
4. Check the tension of the belt E with the instrument ( DENSO BTG-2 ), positioning it in point p (the tension must be between 200 and 230 N )
5. If the tension values do not correspond, tighten screws A and B , then repeat operations 3, 4 and 5 .
	[image: ]
Fig 6.34


 



Replace the crankshaft pulley
	6.3.1 Disassembly

 
[image: ]   Important
 
 
· Before proceeding with operation, read  Par. 3.3.2 .


NOTE: Perform the operations described in Par. 6.1.5 steps 2 and 3 .


1. Position the crankshaft with the 1st cylinder in TDC, reference A .
2. Remove the alternator belt following steps 2 and 3 ( Par. 6.2.1 ) .






	[image: ]
Fig 6.35

	1. Undo the screw P (clockwise) and remove the pulley Q .
	[image: ]
Fig 6.36

	6.3.2 Assembly


1. 
Check that the pin U is mounted properly on the crankshaft  V .
2. Insert the pulley Q on crankshaft  V respecting the reference of the pin U .
3. Apply Molyslip grease on the screw thread P .
4. Fit the pulley Q with the screw P (tightening torque 360 Nm ) and remove the tool ST_34 .
	[image: ]
Fig 6.37


 
 
 



Oil pump replacement
	  [image: ]   Important
 
 
· Before proceeding with operations, read  Par. 3.3.2 .
· The oil pump is not repairable.
	 

	6.4.1 Coolant pump disassembly


1. 
Perform the operations described in Par 6.2.1 .
	 

	6.4.2 Engine pulley disassembly


1. Perform the operations described in Par 6.3.1 .
	 

	6.4.3 Timing system crankcase disassembly
 
[image: ]     Important
 
 
· Perform the operations described in Par. 5.2 .


1. 
Make sure that the reference pin A is facing upwards.
2. Undo the screws B and remove the timing system crankcase C .
	[image: ]
Fig 6.38

	6.4.4 Oil pump disassembly


1. Undo the screws D and remove the group pump E from the timing system crankcase C .
2. Remove the rotors F and G from the oil pump crankcase E .
	[image: ]
Fig 6.39


[image: ]
Fig 6.40

	6.4.5 Oil pump assembly
 
[image: ]     Important
 


 
· Carry out the checks described in Par. 8.7 prior to assembly.




1. Check that all surfaces in contact between F, G, H, E and C are free from impurities - scratches - dents.
2. When assembling, do not use any type of gasket between E and C.
3. Thoroughly lubricate the seat of the rotors H on the oil pump crankcase E and the two rotors F and G.
4. Within housing H insert the 2 rotors (in sequence) G and F , observing the references BP as described in figure (or refer to Par. 2.10.2 ).
5. Check that the 2 pins L are inserted properly in the timing system crankcase C .
6. Position the oil pump carter E using the reference pins L.
7. Clamp the oil pump carter E with the screws D (tightening torque 10 Nm - ST_06 ).


	[image: ]  
Fig 6.41[image: ]


Fig 6.42

	6.4.6 Timing system crankcase assembly

 
[image: ]     Important
 
 
· Always replace the oil seal J after each assembly.
· Always replace the gasket P after each assembly.
· To prepare the surface of the K plane for the new application of the sealant, it must be cleaned through the use of:
- initially Loctite SF 7200
- subsequently Loctite SF 7063
Avoid any contact with the K plane and be careful not to compromise the cleaning performed.

 
1. Lubricate the lip of the oil seal J .
2. Distribute a bead of Loctite 5188 , about 1mm thick, on the surfaces K of the crankcase C .
3. Make sure that the key M (Fig. 6.44) is inserted properly on the crankshaft and that it is facing upwards.
4. Check that the 2 pins N are inserted properly in the timing system crankcase C .




	[image: ]
Fig 6.43

	1. Lubricate and insert the gasket P in the seat of the oil pump Q .
2. Tighten the tool ST_10 on the crankshaft.
3. Position the crankcase C on the base, using the reference pins M , inserting the oil pump Q on the crankshaft.
	[image: ]  
Fig 6.44

	1. Fit the timing system crankcase C with the screws R observing the indicated clamping sequence (tightening torque at 25 Nm ).
	[image: ]
Fig 6.45

	6.4.7  Crankshaft pulley assembly
 
1. Perform the operations described in Par 6.3.2 .
	 

	6.4.8 Coolant pump assembly


1. Perform the operations described in Par 6.2.2 .
	 




 



Oil pressure valve replacement
	6.5.1 Disassembly
 
[image: ]   Important
 
 
· Before proceeding with operation, read  Par. 3.3.2 .


1. Undo the cap A .
2. From the crankcase D , remove the spring B.
3. Remove the valve piston C using a magnet.
	[image: ]
Fig 6.46

	6.5.2 Assembly
 
[image: ]   Important
 
 
· Carry out the checks described in Par. 8.7.3 prior to assembly.
· Always replace the gasket F after each assembly.
1. Lubricate the piston C and fully insert it in the seat E .
2. Insert the spring B in the piston.
3. Mount the gasket F on cap A.
4. Clamp the cap A on the crankcase D (tightening torque at 50 Nm ).
	[image: ]
Fig 6.47


 



Oil filter replacement
	6.6.1 Disassembly



Important
· Before proceeding with operation, read  Par. 3.3.2 .
· Perform the operations described in Par. 5.2 .
1. Unscrew the cartridge A.
	[image: ]
Fig 6.48

	6.6.2 Assembly

Important
• In the event of mounting the fitting U on the crankcase S (tightening torque at 1 5 Nm + Loctite 2701 ).


1. Check that the surface Q on crankcase S are free from impurities.
2. Screw the cartridge A on the fitting U (tightening torque at 15 Nm ).
	[image: ]
Fig 6.49


 



Fuel filter replacement
	[image: ]   Important
 
 
· Before proceeding with operation, read Par. 3.3.2
 
[image: ]    Warning
 
 
· In case of low use replace il 12 months.


1. Procure a suitable container to collect the fuel.
2. Rotate the filter A to take it to the unlocked position and remove it.
3. Lubricate the gasket C .
Assemble the filter A on the support B and rotate it until reaches the lock position.
 
[image: ]   Important
 



· Do not fill the new cartridge A with fuel.


1. Turn the key on the control panel to the ON position.
The electric pump D sends fuel to the filter and then the injection pump E .
2. Loosen the air bleeding screw F on fuel filter bracket B .
The air inside the circuit and the filter will begin to escape from the screw G .
3. Tighten the bleeding screw F (tightening torque of 1.5 Nm ) when the fuel begins to flow.
	[bookmark: __mcenew][image: ]
Fig 6.50[image: ]


Fig 6.51

	[image: ]   Warning
 
 
· Check that the fuel supply pump filter is present, and replace if necessary.
1. Release the clamp D .
2. Demount the hose E .
3. Unscrew the filter G from the pump Q .
	[image: ]

	


1. Screw the new filter G onto the pump Q (tightening torque 20 Nm ).
2. Connect the hose E to the filter G and fasten with the clamp D .


	[image: ]

	NOTE: Click on the icon to play the procedure.
	https://www.youtube.com/embed/meko2s8_-U0?rel=0


 






















	$MACHINE$

	$INSTRUCTION$





		Errore. Nel documento non esiste testo dello stile specificato.



	ERRORE. NEL DOCUMENTO NON ESISTE TESTO DELLO STILE SPECIFICATO.
	[image: C:\Users\f.filippi.DESYSDOMAIN\AppData\Local\Microsoft\Windows\INetCache\Content.Word\logo.png]





	[image: C:\Users\f.filippi.DESYSDOMAIN\AppData\Local\Microsoft\Windows\INetCache\Content.Word\logo.png]
	ERRORE. NEL DOCUMENTO NON ESISTE TESTO DELLO STILE SPECIFICATO.
		Errore. Nel documento non esiste testo dello stile specificato.








	EN
	4
	




	
	5
	EN



[image: C:\Users\f.filippi\Documents\job\lombardini\RETRO.png]



imgrId1020674335717fb60.jpg




imgrId105167433572c1f19.jpg




imgrId1122674335717717c.jpg




imgrId114167433571382a1.jpg




imgrId12316743357372d66.jpg




imgrId145367433570ea649.jpg




imgrId152567433572b1bf5.jpg




imgrId16106743357199e4a.png




image3.png
KOHLER.

IN POWER. SINCE 1920.

Lombardini s.r.. is a part of Kohler Group.
Lombardini has manufacturing facilities
in ltaly, Slovakia and India and sales
subsidiaries in France, Germany, UK, Spain
and Singapore. Kohler/Lombardini reserves
the right to make modifications without prior
notice.

www.lombardini.it

DEUTSCHLAND
Lombardini Motoren GmbH
Fritz-Klatte-Str. 6, Biirogebéude 2
D - 65933 Frankfurt

Hessen, DEUTSCHLAND

T. +49-(0)69-9508160

F. +49-(0)69-950816-30

EUROPE

Lombardini Srl

Via Cav. del lavoro

A. Lombardini n° 2

42124 Reggio Emilia, ITALY
T. +39-(0)522-389-1

F. +39-(0)522-389-503

UK

Lombardini U.K. Ltd

1, Rochester Barn - Eynsham Road
OX2 9NH

Oxford, UK

T. +44-(0)1865-863858

F. +44-(0)1865-861754

USA & CANADA

Kohler Co.

444 Highland Drive,

Kohler - Wisconsin (53044), US
T. +1 920 457 4441

F. +1 920 459 1570

ESPANA _
Lombardini ESPARA, S.L.
P.l. Cova Solera 1-9

08191 - Rubi (Barcelona)
ESPANA

T. +434-(0)9358-62111

F. +34-(0)9369-71613

FRANCE

Lombardini France S.a.s.
47 Aliée de Riottier,

69400 Limas, FRANCE

T. +33-(0)474-626500

F. +33-(0)474-623945

CHINA & ROAPAC

Kohler China INVESTMENT Co. Ltd

10.158, Jiang Chang San Road,
200436, Zhabe, Shanghai
CHINA

Tel: +86 400-0120-648

Fax: +86 21 61078904




imgrId1875674335722c6c1.jpg




imgrId194667433571019c2.jpg




imgrId196767433573a0fda.png
wg&{




imgrId2007674335714d882.jpg
g,

\S\ESE I





imgrId205267433572e2210.jpg




imgrId226267433571a420b.jpg
g,

\S\ESE I





imgrId23426743357205f98.jpg




imgrId236467433573284d2.jpg




imgrId25636743357113a37.jpg




imgrId266967433573791bb.jpg




imgrId2686674335729c89d.jpg




imgrId276267433573923c3.jpg




imgrId2776674335728b466.jpg




imgrId28896743357368a93.jpg




imgrId292167433571416f3.jpg




imgrId3391674335715cc66.jpg




imgrId35526743357398876.jpg




imgrId418367433571c8ece.jpg




imgrId4229674335730f24d.jpg




imgrId441267433571eaaaf.jpg




imgrId442667433570d507e.jpg




imgrId46196743357240167.jpg




imgrId48506743357224cd8.jpg




imgrId491567433570c2ad1.jpg




imgrId50616743357265bf1.jpg




imgrId506767433570e1437.jpg




imgrId512967433573094e0.jpg




imgrId516767433572e795f.jpg




imgrId52076743357330e47.jpg
12

15

10

14





imgrId53546743357346fe9.jpg




imgrId5430674335738231a.jpg




imgrId571867433572111cb.jpg




imgrId581267433572b9cce.jpg




imgrId606067433573ab8c2.png




imgrId613467433571f1560.jpg




imgrId623267433571b498e.jpg




imgrId6324674335731fc6b.jpg




imgrId6960674335726ea28.jpg




imgrId70106743357341689.jpg




imgrId705667433571adcd5.jpg




imgrId7132674335715542b.jpg




imgrId7243674335729179d.jpg




imgrId74596743357166139.jpg




imgrId74826743357338abb.jpg




imgrId7488674335727ec75.jpg




imgrId75907528.jpg
KDI 1903M - KDI 2504M

KOHLER.

IN POWER. SINCE 1920.




imgrId7733674335710c9d4.jpg




imgrId782567433572484da.jpg




imgrId78306743357352f4d.jpg




imgrId783767433572cab45.jpg




imgrId833567433572a83c4.jpg




imgrId83876743357252b77.jpg




imgrId844067433572d6061.jpg




imgrId871567433572f1ffa.jpg




imgrId871667433571db5cd.jpg




imgrId876667433572342e0.jpg




imgrId876767433570cb038.jpg




imgrId8767674335721c7e9.jpg




imgrId9095674335718b2b6.jpg




imgrId9121674335716e591.jpg




imgrId92246743357125f27.jpg




imgrId935767433571c04fb.jpg




imgrId943467433571d21d6.jpg




imgrId945667433571192f9.jpg




imgrId9682674335725d66e.jpg




imgrId9718674335735c08d.jpg




imgrId9792674335738b40e.jpg




image1.png
OHLER

IN POWER. SINCE 1920




image2.png




