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Information about failures

Possible causes and trouble shooting
IMMEDIATELY STOP THE ENGINE WHEN:
1. Engine rpm increases and decreases suddenly without being able to control them;
2. A sudden and unusual noise is heard;
3. The colour of the exhaust fumes suddenly darkens or turns white;
4. The oil pressure warning light or a Warning Lamp turns on during operation;
5. The coolant temperature warning light turns on during operation.


Tab. 14.1 contains the possible causes of some failures, which may occur during operation.

 

Always perform these simple checks before removing or replacing any part.
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· Do not carry out any checks or operations on the engine when it is running.
 
Tab. 14.1
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	$MACHINE$

	$INSTRUCTION$





		Errore. Nel documento non esiste testo dello stile specificato.
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POSSIBLE ANOMALIES ACCORDING TO THEIR SYMPTOMS
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POSSIBLE CAUSE

Clogged fuel tubes

Clogged fuel filter

Air or water in the fuel system

The fuel tank cap air bleeding hole is
clogged

Faulty fuel feeding pump

No fuel

Cable connection uncertain or incorrect
Faulty starting motor
Defective heater (optional)

Clogged air filter

Excessive idle operation
Incomplete run-in

Rings worn or sticking
Worn cylinder

Worn out valve guides

Badly sealed intake valve

Crankshaft/Connecting rod bearings
‘worn out

Damaged cylinder head gasket

Defective timing system
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Oil level too high

Oil level low

Dirty or blocked pressure regulating valve
Worn oil pump

Air in the oil suction pipe

Qil suction hose clogged

Qil steam exhaust pipe clogged

—— R

Damaged injection pump
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Insufficient coolant

Defective fan, radiator, or radiator cap

Blockage inside the radiator or the coolant
ducts

Heat exchange surface of the radiator
clogged

Defective thermostatic valve

Coolantleaking fromthe radiator, manifolds,
crankcase or from the coolant pump

Defective or worn coolant pump
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