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Polar XL

POLAR-XL Diagnose-tool
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 Cod. ED0014603690-S - * Code kompletter Bausatz
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Verbindung mit OBD II Stecker
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Verbindung mit DEUTSCH Stecker
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Stromanschluss
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Vollständige Verbindung mit OBD II
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USB Verbindung
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Vollständige Verbindung mit DEUTSCH
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	$MACHINE$

	$INSTRUCTION$





		Errore. Nel documento non esiste testo dello stile specificato.



	ERRORE. NEL DOCUMENTO NON ESISTE TESTO DELLO STILE SPECIFICATO.
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imgrId163768348538a5208.jpg
Verbinder OBD Il
Cod. ED0014603520-S

Verbinder DEUTSCH
Cod. ED0014603950-S

Alimentatore:
IN: 110-230Vac - 50/60Hz -
0.4A.

AUS: 12Vdc - 1A
(minimum Leistung).
Stecker Ausgang: 5,5/2,1.

B3

Verbinder USB

2.0 - 2 meters. double
shielded max.

USB Stecker:
-Aménnlich

- B ménnlich.
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KOHLER.

IN POWER. SINCE 1920.

Lombardini s.r.. is a part of Kohler Group.
Lombardini has manufacturing facilities
in ltaly, Slovakia and India and sales
subsidiaries in France, Germany, UK, Spain
and Singapore. Kohler/Lombardini reserves
the right to make modifications without prior
notice.

www.lombardini.it

DEUTSCHLAND
Lombardini Motoren GmbH
Fritz-Klatte-Str. 6, Biirogebéude 2
D - 65933 Frankfurt

Hessen, DEUTSCHLAND

T. +49-(0)69-9508160

F. +49-(0)69-950816-30

EUROPE

Lombardini Srl

Via Cav. del lavoro

A. Lombardini n° 2

42124 Reggio Emilia, ITALY
T. +39-(0)522-389-1

F. +39-(0)522-389-503

UK

Lombardini U.K. Ltd

1, Rochester Barn - Eynsham Road
OX2 9NH

Oxford, UK

T. +44-(0)1865-863858

F. +44-(0)1865-861754

USA & CANADA

Kohler Co.

444 Highland Drive,

Kohler - Wisconsin (53044), US
T. +1 920 457 4441

F. +1 920 459 1570

ESPANA _
Lombardini ESPARA, S.L.
P.l. Cova Solera 1-9

08191 - Rubi (Barcelona)
ESPANA

T. +434-(0)9358-62111

F. +34-(0)9369-71613

FRANCE

Lombardini France S.a.s.
47 Aliée de Riottier,

69400 Limas, FRANCE

T. +33-(0)474-626500

F. +33-(0)474-623945

CHINA & ROAPAC

Kohler China INVESTMENT Co. Ltd

10.158, Jiang Chang San Road,
200436, Zhabe, Shanghai
CHINA

Tel: +86 400-0120-648

Fax: +86 21 61078904
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Anschluss Verkabelung
Motor/Fahrzeug
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KOHLER Diesel KDI

ELECTRONIC DIAGNOSTIC TOOL
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