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Information regarding discharge of liquids

Coolant
	[image: ]   Important
 
 
· Before proceeding with operation, read  Par. 3.3.2 .




N OTE: Component not necessarily supplied by KOHLER .
The representation of the radiator is purely indicative.
 
 
 
[image: ]   Warning
 
 
· Presence of steam pressurized coolant danger of burns.

 
1. Undo the cap A carefully (circuit under pressure).
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Fig 5.1

	1. Loosen cap D , remove gasket E , drain all coolant in radiator G into a suitable container and refer to  Par. 3.6 .
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Fig 5.2

	1. Undo cap F to drain all liquid from the system contained in the engine crankcase ducts into an appropriate container ( Par. 3.6 ).
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Fig 5.3
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Fig 5.4



	NOTE : Click by side to play the procedure.
	https://www.youtube.com/embed/wXSb6sOYsD8?rel=0


 



Engine oil
	[image: ]   Important
 
 
· This operation should be carried out with vacuum pump. The oil must be drained whilst the engine is hot, which requires particular care to prevent burns. Do not allow oil to come into contact with the skin because of the health hazards involved. It is recommended to use an oil intake pump via the oil dipstick hole B.
· Before proceeding with operation, read  Par. 3.3.2 .
NOTE: Perform this operation with warm engine, to get a better fluidity of the oil and get a full discharge of oil and impurities contained in it.
1. 


Undo the oil filler cap A .
2. Remove the oil dipstick B .
3. Remove the oil drain plug D and the gasket E (the oil drain plug is on both sides of the oil sump).
4. Drain oil in an appropriate container.
(For used oil disposal refer to the Par 3.6 ).
5. Perform the operations described in Par. 6.6.
	[image: ] Fig. 5.4

	  NOTE : Click by side to play the procedure.
	https://www.youtube.com/embed/KgZ2JBPCGPk?rel=0


 






















	$MACHINE$

	$INSTRUCTION$





		Errore. Nel documento non esiste testo dello stile specificato.



	ERRORE. NEL DOCUMENTO NON ESISTE TESTO DELLO STILE SPECIFICATO.
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		Errore. Nel documento non esiste testo dello stile specificato.








	EN
	4
	




	
	5
	EN



[image: C:\Users\f.filippi\Documents\job\lombardini\RETRO.png]



image2.png
KOHLER.

IN POWER. SINCE 1920.

Lombardini s.r.. is a part of Kohler Group.
Lombardini has manufacturing facilities
in ltaly, Slovakia and India and sales
subsidiaries in France, Germany, UK, Spain
and Singapore. Kohler/Lombardini reserves
the right to make modifications without prior
notice.

www.lombardini.it

DEUTSCHLAND
Lombardini Motoren GmbH
Fritz-Klatte-Str. 6, Biirogebéude 2
D - 65933 Frankfurt

Hessen, DEUTSCHLAND

T. +49-(0)69-9508160

F. +49-(0)69-950816-30

EUROPE

Lombardini Srl

Via Cav. del lavoro

A. Lombardini n° 2

42124 Reggio Emilia, ITALY
T. +39-(0)522-389-1

F. +39-(0)522-389-503

UK

Lombardini U.K. Ltd

1, Rochester Barn - Eynsham Road
OX2 9NH

Oxford, UK

T. +44-(0)1865-863858

F. +44-(0)1865-861754

USA & CANADA

Kohler Co.

444 Highland Drive,

Kohler - Wisconsin (53044), US
T. +1 920 457 4441

F. +1 920 459 1570

ESPANA _
Lombardini ESPARA, S.L.
P.l. Cova Solera 1-9

08191 - Rubi (Barcelona)
ESPANA

T. +434-(0)9358-62111

F. +34-(0)9369-71613

FRANCE

Lombardini France S.a.s.
47 Aliée de Riottier,

69400 Limas, FRANCE

T. +33-(0)474-626500

F. +33-(0)474-623945

CHINA & ROAPAC

Kohler China INVESTMENT Co. Ltd

10.158, Jiang Chang San Road,
200436, Zhabe, Shanghai
CHINA

Tel: +86 400-0120-648

Fax: +86 21 61078904




imgrId203969ea1eaa8bd81.png




imgrId248869ea1ea9b71b9.jpg




imgrId26618552.jpg




imgrId376869ea1eaa8f350.jpg




imgrId577169ea1eaa03aa1.png




imgrId727069ea1ea9be05a.jpg




imgrId728669ea1ea9ed21b.png




imgrId779069ea1eaa10db4.png




imgrId832369ea1eaa97f44.png




image1.png
™ rehlko




