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Tools information

Information regarding specific tools

In Tab 13.1 - 13.2 there is a list of all the specific tools that are required and approved to carry out operations of disassembly - assembly - regulations - settings - repairs on engine series KDI
 

, correctly and safely.

[image: ]   Warning
 
 

· KOHLER declines all responsibility for any damage to the engine, persons, or things caused by the use of different types of tools to those indicated in Tab 13.1 - 13.2 , where referred to them in the manual.
 
	Tab. 13.1

	SPECIAL TOOLS FOR DISASSEMBLY AND ASSEMBLY

	"ST"
	Picture/Draw
	DESCRIPTION
	PART NUMBER

	ST_03
	[image: ]
	Piston protrusion - injectors cylinder head surface control tool
	ED0014602980-S

	ST_05
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	Spanner for capscrews Six nicks SN 8
	ED0014603650-S

	ST_06
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	Spanner for capscrews Six nicks SN 5
	ED0014603640-S

	ST_07
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	Tool for disassembling / reassembling valves
	ED0014603720-S

	ST_08
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	Tool for gasket valve stem
	ED0014603660-S

	ST_13
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	High-pressure fuel injection pump puller gear
	ED0014604050-S

	ST_17
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	Rocker arm cover mounting studs
	ED0014603730-S

	ST_18
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	Intake and oil sump manifold mounting studs
	ED0014603740-S

	ST_30
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	Piston n°1 tool positioning prior to injection pump assembly.
	ED0014603940-S

	ST_34
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	Crankshaft blocking tool
	ED0014604270-S  

	ST_36
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	Assembling tool for a gasket on a rocker arm cover (injector seat)
	ED0014603830-S

	ST_41
	[image: ]
	Spacers for crankshaft gears locking
	ED0014604070-S

	ST_43
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	Flywheel lifting tool
	ED0014604030-S

	ST_44
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	Flange bell lifting tool
	ED0014604010-S

	ST_45
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	Flange bell placing tool
	ED0014604020-S

	ST_46
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	Flywheel placing tool
	ED0014604040-S

	ST_47
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	Tool for sealing ring insertion flywheel side and pulley side
	ED0014604340-S

	ST_52
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	Injectors placing tool
	ED0014604320-S

	Tab. 13.2

	SPECIFIC EQUIPMENT TO PROTECT COMPONENTS OF THE INJECTION CIRCUIT

	ST_40
	[image: ][image: ]

	Complete box with caps to close holes and unions for high-pressure injection circuit components.
	ED0082051380-S
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	$MACHINE$

	$INSTRUCTION$





		Errore. Nel documento non esiste testo dello stile specificato.
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KOHLER.

IN POWER. SINGE 1920.

Lombardini s.r.l. is a part of Kohler Group.
Lombardini has manufacturing facilities
in Italy, Slovakia and India and sales
subsidiaries in France, Germany, UK, Spain
and Singapore. Kohler/Lombardini reserves
the right to make modifications without prior
notice.

www.lombardini.it

DEUTSCHLAND
Lombardini Motoren GmbH
Fritz-Klatte-Str. 6, Burogeb&ude 2
D - 65933 Frankfurt

Hessen, DEUTSCHLAND

T. +49-(0)69-9508160

F. +49-(0)69-950816-30

EUROPE

Lombardini Srl

Via Cav. del lavoro

A. Lombardini n® 2

42124 Reggio Emilia, ITALY
T. +39-(0)522-389-1

F. +39-(0)522-389-503

UK

Lombardini U.K. Ltd

1, Rochester Barn - Eynsham Road
OX2 9NH

Oxford, UK

T. +44-(0)1865-863858

F. +44-(0)1865-861754

USA & CANADA

Kohler Co.

444 Highland Drive,

Kohler - Wisconsin (53044), US
T. +1 920 457 4441

F. +1 920 459 1570

ESPANA .
Lombardini ESPANA, S.L.
P.I. Cova Solera 1-9

08191 - Rubi (Barcelona)
ESPANA

T. +34-(0)9358-62111

F. +34-(0)9369-71613

FRANCE

Lombardini France S.a.s.
47 Allée de Riottier,

69400 Limas, FRANCE

T. +33-(0)474-626500

F. +33-(0)474-623945

CHINA & ROAPAC

Kohler China INVESTMENT Co. Ltd

no.158, Jiang Chang San Road,
200436, Zhabe, Shanghai
CHINA

Tel: +86 400-0120-648

Fax: +86 21 61078904
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