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Fluids filling information

Engine oil
	[image: ]   Warning
 
 
· Before proceeding with operation, carefully read Par. 3.3.2 .

 

	1. Loosen the oil filler cap A .
2. Add the type and amount of oil recommended ( Tab. 2.2 ).
3. Remove the oil dipstick B and check that the level is up to but does not exceed the MAX .

 
 
[image: ]   Important
 
 
· Do not use the engine with the level of oil below MIN or above MAX




1. If the oil level is not at MAX , insert more oil until the MAX level is reached as indicated on the dipstick.
2. Re-tighten the cap A .
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Fig 10.1

	
	[image: ]
Fig 10.2

	NOTE : Click by side to play the procedure.
	https://www.youtube.com/embed/AKB8FW8k5rY?rel=0





Coolant
	[image: ]   Important
 
 
· Before proceeding with operation, read Par. 3.3.2 .
	 

	1. Fit tube A onto radiator B and secure it with clamp C .

 
 
 
	[image: ]
Fig 10.3

	1. Refill the radiator with coolant (refer to Par. 2.6 for the liquid specifications).
2. Top liquid up until the pipes inside the radiator are covered by about 5 mm.
3. For engines equipped with separate expansion tank, pour in fluid until reaching the max level mark.
4. Loosen the screw F on the head H , release any air and tighten the screw F (Tightening torque of: 8 Nm for screw M6 (Rev. 00); 30 Nm for screw M12 (Rev. 01) ).
5. Start the engine without the radiator cap D or the expansion tank cap.
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Fig 10.4

	1. Keep it running at idle speed until the cooling liquid level goes down and becomes steady (the waiting times varies according to the ambient temperature).
2. Stop the engine and allow it to cool.
3. If there is an expansion tank ( C ) top liquid up to the mark MAX .
4. Without expansion tank top liquid up until the pipes inside the radiator are covered by 5 mm. Do not overfill the radiator, but leave room for the coolant to expand.
5. Tighten the radiator cap D or the expansion tank cap.
 
[image: ] Warning
 
 
· Before starting make sure that the radiator cap and expansion tank cap, if present, are installed correctly to avoid spillage of liquid or vapour at high temperatures.


1. After a few hours of operation stop the engine and allow it to cool.
Check and top up the coolant liquid.
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Fig 10.5
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Fig 10.6

	NOTE: Click on the right to play the procedure.


	https://www.youtube.com/embed/AHBKX3Q90p4?rel=0
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	$MACHINE$

	$INSTRUCTION$





		Errore. Nel documento non esiste testo dello stile specificato.



	ERRORE. NEL DOCUMENTO NON ESISTE TESTO DELLO STILE SPECIFICATO.
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KOHLER.
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Lombardini s.r.l. is a part of Kohler Group.
Lombardini has manufacturing facilities
in Italy, Slovakia and India and sales
subsidiaries in France, Germany, UK, Spain
and Singapore. Kohler/Lombardini reserves
the right to make modifications without prior
notice.

www.lombardini.it
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D - 65933 Frankfurt
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T. +49-(0)69-9508160

F. +49-(0)69-950816-30

EUROPE

Lombardini Srl
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A. Lombardini n® 2

42124 Reggio Emilia, ITALY
T. +39-(0)522-389-1

F. +39-(0)522-389-503

UK

Lombardini U.K. Ltd

1, Rochester Barn - Eynsham Road
OX2 9NH

Oxford, UK

T. +44-(0)1865-863858

F. +44-(0)1865-861754

USA & CANADA

Kohler Co.

444 Highland Drive,

Kohler - Wisconsin (53044), US
T. +1 920 457 4441

F. +1 920 459 1570

ESPANA .
Lombardini ESPANA, S.L.
P.I. Cova Solera 1-9

08191 - Rubi (Barcelona)
ESPANA

T. +34-(0)9358-62111

F. +34-(0)9369-71613

FRANCE

Lombardini France S.a.s.
47 Allée de Riottier,

69400 Limas, FRANCE

T. +33-(0)474-626500

F. +33-(0)474-623945

CHINA & ROAPAC

Kohler China INVESTMENT Co. Ltd

no.158, Jiang Chang San Road,
200436, Zhabe, Shanghai
CHINA

Tel: +86 400-0120-648

Fax: +86 21 61078904
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