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Information on adjustments

Air filter check
	[image: ]   Important
 
 
· Before proceeding with operation, read  Par. 3.3.2 .


	 

	1. Hose A must be completely clean and not damaged.
2. Air filter cartridge B and its housing C must be completely clean and free from impurities.
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Fig 12.1


 



Rubber hose and manifold control
	[image: ]   Important
 
 
· Before proceeding with operation, read  Par. 3.3.2 .


	 

	The check is carried out by applying slight deflection or bending along the tube/hose and next to the hose clamps.


Components must be replaced if they have clear signs of cracks, tears, cuts, leaks, or do not retain a certain degree of elasticity.

1. Check the condition of all rubber hoses A .
2. Check whether there are any leakages of air, water, oil or fuel next to their connections.
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Fig 12.3


 



Oil leak check
	[image: ]   Important
 
 
· Before proceeding with operation, read  Par. 3.3.2 .


	 

	Check that there are no leakages next to area A .


1. Start the engine at idle speed or without a load and check whether there are any leakages next to area  A.
 
2. It is anyhow necessary to also check the seals of all main components and their surface contact, such as:
- crankcase and oil seal (side 1 a PTO) - oil sump and exhaust caps

 

- cylinder head and its assembled components

 

- rocker arm cover

 

- Timing system carter and oil seal (side 2 a PTO) - oil dipstick housing or rod support tube.

 
 
NOTE: Perform the checks described in Points 1 and 2 periodically and during maintenance procedures.
It is also necessary to check for leakages on the components that are not listed.
If necessary, disassemble the components that have a leakage and investigate the possible cause.
 

The components must be replaced otherwise they do notguarantee their sealing.
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Fig 12.5


 



Oil pressure check
	1. Insert a thermocouple instead of the oil dipstick A .

 
2. Unscrew and remove the oil pressure switch B and screw on a 10 bar pressure gauge in its seat (Fig. 12.8) .

 
3. Start the engine at idle speed and without a load, check the oil pressure value according to the oil temperature (Fig. 12.7 ).


NOTE : The graph in Fig. 12.7 illustrates the pressure line with speed of 1000 Rpm.


1. If the pressure values are below the values indicated in Fig. 12.7 , check to identify the cause of the problem.
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Fig. 12.7
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Fig. 12.6
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Fig. 12.8
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		Errore. Nel documento non esiste testo dello stile specificato.



	ERRORE. NEL DOCUMENTO NON ESISTE TESTO DELLO STILE SPECIFICATO.
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Lombardini s.r.l. is a part of Kohler Group.
Lombardini has manufacturing facilities
in Italy, Slovakia and India and sales
subsidiaries in France, Germany, UK, Spain
and Singapore. Kohler/Lombardini reserves
the right to make modifications without prior
notice.

www.lombardini.it

DEUTSCHLAND
Lombardini Motoren GmbH
Fritz-Klatte-Str. 6, Burogeb&ude 2
D - 65933 Frankfurt

Hessen, DEUTSCHLAND

T. +49-(0)69-9508160

F. +49-(0)69-950816-30

EUROPE

Lombardini Srl

Via Cav. del lavoro

A. Lombardini n® 2

42124 Reggio Emilia, ITALY
T. +39-(0)522-389-1

F. +39-(0)522-389-503

UK

Lombardini U.K. Ltd

1, Rochester Barn - Eynsham Road
OX2 9NH

Oxford, UK

T. +44-(0)1865-863858

F. +44-(0)1865-861754

USA & CANADA

Kohler Co.

444 Highland Drive,

Kohler - Wisconsin (53044), US
T. +1 920 457 4441

F. +1 920 459 1570

ESPANA .
Lombardini ESPANA, S.L.
P.I. Cova Solera 1-9

08191 - Rubi (Barcelona)
ESPANA

T. +34-(0)9358-62111

F. +34-(0)9369-71613

FRANCE

Lombardini France S.a.s.
47 Allée de Riottier,

69400 Limas, FRANCE

T. +33-(0)474-626500

F. +33-(0)474-623945

CHINA & ROAPAC

Kohler China INVESTMENT Co. Ltd

no.158, Jiang Chang San Road,
200436, Zhabe, Shanghai
CHINA

Tel: +86 400-0120-648

Fax: +86 21 61078904
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