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General Information

Manual's Purpose
	· This manual contains the instructions needed to carry out proper use and maintenance of the engine, therefore it must always be available, for future reference when required.
· This manual is an integral part of the engine, in the event of transfer or sale, it must be attached to it.
· Safety pictograms can be found on the engine and it is the operator's responsibility to keep them in a perfectly visible place and replace them when they are no longer legible.
· Information, description and pictures in this manual reflect the state of the art at the time of the marketing of engine.
· However, development on the engines is continuous. Therefore, the information within this manual is subject to change without notice and without obligation.
· KOHLER reserves the right to make, at any time, changes in the engines for technical or commercial reasons.
· These changes do not require KOHLER to intervene on the marketed production up to that time and not to consider this manual as inappropriate.
· Any additional section that KOHLER will deem necessary to supply some time after the main text shall be kept together with the manual and considered as an integral part of it.
· The information contained within this manual is the sole property of KOHLER . As such, no reproduction or replication in whole or part is allowed without the express written permission of KOHLER .





Glossary and Definitions
	The paragraphs, tables and figure are divided into chapter with their progressive numbers.
Es: Par. 2.3 - chapter 2 paragraph 3.
Tab. 3.4 - chapter 3 table 4.
Fig. 5.5 - chapter 5 figure 5.
 

The references of the objects described in the text and in figure and number are indicated by letters, which are always and only related to the paragraph you are reading unless there are specific references to other figures or paragraphs.


NOTE: All data, measurements and relevant symbols are shown in the glossary section. 





Emission-Related Installation Instructions
	Failing to follow the instructions in the applications guidebook when installing a certified engine in a piece of nonroad equipment violates federal law (40 CFR 1068.105(b)), subject to fines or other penalties as described in the Clean Air Act. OEM must apply a separate label with the following statement: “ULTRA LOW SULFUR FUEL ONLY” near the fuel inlet.
 

Ensure you are installing an engine appropriately certified for your application. Constant speed engines may only be installed on constant speed equipment for constant speed operation.

 

If you install the engine in a way that makes the engine's emission control information label hard to read during normal engine maintenance, you must place a duplicate label on the equipment, as described in 40 CFR 1068.105.





Service request
	· The complete and updated list of authorized Kohler Co. service centers can be found on websites:
www.kohlerengines.com & dealers.kohlerpower.it .
· If you have any questions regarding your warranty rights and responsibilities or the location of the nearest Kohler Co. authorized service location, you should contact Kohler Co. at 1-800-544-2444 or access our website at www.kohlerengines.com (USA and North American).





Manufacturer and engine identification
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	Pos.
	Descrizione

	1
	Production place

	2
	Manufacturer identification

	3
	Engine model

	4
	Engine serial number

	5
	Month and year of production

	6
	Approval data

	7
	Engine version

	8
	Data matrix





 



Engine component identification
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NOTE: Some components are for illustrative purposes only and may vary or they are not supplied by Kohler.

		POS.
	DESCRIPTION

	1
	ECU

	2
	Oil filler cap

	3
	Fuel injection pump

	4
	Lub. oil filter

	5
	Oil cooler

	6
	Fuel filter

	7
	Oil sump

	8
	Oil drain plug

	9
	Oil dipstick

	10
	Turbocharger (TC & TCA version only)

	11
	Alternator

	12
	Starter motor

	13
	Flywheel

	14
	Coolant pump

	15
	Thermostatic valve

	16
	3rd PTO





 
 
 
 
 
 



Homologation labels
	1.7.1  Label for EPA rules   (compilation example)
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	POS.
	DESCRIPTION

	1
	Model year in compliance with the rules

	2
	Power category (kW)

	3
	Engine displacement (L)

	4
	Particulate emission limit (g/kWh)

	5
	Engine family ID

	6
	Emission Control System = ECS

	7
	Fuel with low sulphur content

	8
	Injection timing

	9
	Electronic injector opening pressure (bar)

	10
	Production date (example: 2013.JAN)





1.7.2  Label for China Standards   (compilation example)
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	POS.
	DESCRIPTION

	1
	Manufacturer

	2
	Engine model

	3
	Manufactoring date

	4
	Certificate N°

	5
	Power range (kW)

	6
	Emission level

	7
	Rated power

	8
	Aftertreat system





1.7.3 Label for Korea Standards   (compilation example)
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	POS.
	DESCRIPTION

	1
	Tier 4 Final

	2
	Engine model

	3
	Manufactoring date and  manufacturer code

	4
	N° Korea emission certificate









 






















	$MACHINE$

	$INSTRUCTION$





		Errore. Nel documento non esiste testo dello stile specificato.



	ERRORE. NEL DOCUMENTO NON ESISTE TESTO DELLO STILE SPECIFICATO.
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KOHLER.

IN POWER. SINCE 1920.

Lombardini s.r.. is a part of Kohler Group.
Lombardini has manufacturing facilities
in ltaly, Slovakia and India and sales
subsidiaries in France, Germany, UK, Spain
and Singapore. Kohler/Lombardini reserves
the right to make modifications without prior
notice.

www.lombardini.it

DEUTSCHLAND
Lombardini Motoren GmbH
Fritz-Klatte-Str. 6, Biirogebéude 2
D - 65933 Frankfurt

Hessen, DEUTSCHLAND

T. +49-(0)69-9508160

F. +49-(0)69-950816-30

EUROPE

Lombardini Srl

Via Cav. del lavoro

A. Lombardini n° 2

42124 Reggio Emilia, ITALY
T. +39-(0)522-389-1

F. +39-(0)522-389-503

UK

Lombardini U.K. Ltd

1, Rochester Barn - Eynsham Road
OX2 9NH

Oxford, UK

T. +44-(0)1865-863858

F. +44-(0)1865-861754

USA & CANADA

Kohler Co.

444 Highland Drive,

Kohler - Wisconsin (53044), US
T. +1 920 457 4441

F. +1 920 459 1570

ESPANA _
Lombardini ESPARA, S.L.
P.l. Cova Solera 1-9

08191 - Rubi (Barcelona)
ESPANA

T. +434-(0)9358-62111

F. +34-(0)9369-71613

FRANCE

Lombardini France S.a.s.
47 Aliée de Riottier,

69400 Limas, FRANCE

T. +33-(0)474-626500

F. +33-(0)474-623945

CHINA & ROAPAC

Kohler China INVESTMENT Co. Ltd

10.158, Jiang Chang San Road,
200436, Zhabe, Shanghai
CHINA

Tel: +86 400-0120-648

Fax: +86 21 61078904
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EMISSION CONTROL INFORMATION

THIS ENGINE COMPLIES WITH U.S. EPA/
CALIFORNIA REGULATIONS FOR
NONROAD DIESEL ENGINES
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